Actinic BL TL(-K)/TL-D(-K)

With an optimized performance to attract most insects, Actinic BL
TL, BL TLD and BL T5 lamps are the ideal choice for electronic insect
killer systems. They are also suitable for photopolymerization and
reprographic processes. A wide choice of wattages and a special 200-
degree internal reflector version are available. In addition, Philips
provides single-ended compact and T5 Actinic lamp versions as well as
a circular Actinic lamp. For extra safety, there is a special shatter-
proof “Secura” option which ensures that all the lamp’s glass and
components are retained in a special outer sleeve in the case of
accidental breakage. Hence, product designers have a high degree of
flexibility in choosing the best fitting solution for their needs —
including compact designs. What's more, as a 100% lead-free and low-
mercury product these lamps also provide a responsible
environmental choice.
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Attiniche BL

Dati del prodotto

« Caratteristiche generali

Attacco G5 * Dati emissioni raggi UV
Forma lampada T16 .
Principali applicazioni ~ Reprografia E:STEZ(I?ne UV-A100  1.60W
Vita utile 5000 hr o
Vita lampada 50% 10000 hr UV-B/UV-A (IEC) 02%
Cu-Fe
* Dimensioni prodotto
* Dati illuminotecnici Lunghezza utile A 288.3 (max) mm
Codice di colore 10 Lunghezza di inser- 293 (min), 295.4 (max) mm
- - zione B
EZ'(:’rcj‘if]':t’;ecmma_ ;‘f;"‘_'ca Lunghezza totale C  302.5 (max) mm
tiche X Diametro bulbo D 16 (max) mm
Coordinate croma- 212 -
tiche Y * Dati prodotto
)
?:Opziizame"m a 7% Codice ordine 260420 27
Deprezzamento a 25 Codice prodotto 871150026042027
100P0 ore ° Nome prodotto Actinic BL TL 8W/10 1FM
Deprezzamento a 35 % Ordine nome Actinic BL TL 8W/10 1FM/10X25CC
2000 ore prodotto
Pezzi per scatola 1
Quantita per imballo  10X25CC
« Caratteristiche elettriche Scatola per imballo 250
. Codice a barre sul 8711500260420
Potenza di lampada 8 W
o P prodotto - EAN1
Potenza lampada 71W Codice a barre - 8711500260437
. ’ EAN2
Tomes lampada s6v Codice a barre 8711500260444
sullimballo
Corrente lampada 0145 A Codice logistico - 928001001030
12NC
* Classe di efficienza energetica Peso netto per pezzo  25.300 gr
Contenuto di 4.4 mg

mercurio (Hg)

Disegno tecnico

Product A (Max) B (Min) B(Max) C(Max) D (Max)

TL8W/10 2883 293 2954 3025 16
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Attiniche BL

Disegno tecnico

G5
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